
SINGLE POLE SWITCH/
TAMPER-RESISTANT RECEPTACLE 
COMBINATION DEVICE

DESCRIPTION

MODEL NO: 62150-TR

FEATURES SPECIFICATIONS

TESTING & CODE COMPLIANCE APPLICATIONS

The ENERLITES 62150-TR switch makes installation quick and simple with its versatile design.
This device features a switch with a single 5-15R receptacle. The impact resistant thermoplastic
body is built strong to endure years of use as well as being resistant to a wide temperature range.
Clamp terminals accept solid or stranded wires which can be stripped with a wire stripper for 12
or 14 AWG to make installation faster and easier.

Homes
Apartments
Condominiums

Offices
Hotels
Restaurants

Amperage
Switch Voltage

Receptacle Voltage
Termination

Operating Temperature
Warranty

15 Amp
120VAC
125VAC
Back and Side Wire
-104° F to 167° F
2 Years

Tamper-resistant
Self-Grounding
Terminal screws backed out ready for wiring 
Side wire terminals; use 12 or 14 AWG copper
wires only 
Optional grounding with self-grounding clip
or green terminal screw 
Fits standard wall boxes

Control. Charge. Connect. sales@enerlites.comwww.enerlites.com +1 (949) 756-0536 +1 (949) 756-0528
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